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SINGLE AUGER 
PULL-TYPES

Dimensions

Dimensions

Max Payload

Max Payload

Height: 98” / 249 cm
Height w/ 10” Extension: 108” / 274 cm
Overall Width: 96” / 244 cm
Overall Length: 170” / 432 cm

Height: 105” / 267 cm
Height w/ 10” Extension: 115” / 292 cm
Overall Width: 103” / 262 cm
Overall Length: 221” / 561 cm

6,000 lbs / 2,722 kg

14,000 lbs / 6,350 kg

Empty Weight

Empty Weight

5,700 lbs / 2,585 kg

9,000 lbs / 4,082 kg

Struck Capacity: 231 ft3 / 6.5 m3

Capacity with Extension: 275 ft3 / 7.8 m3

Struck Capacity: 394 ft3 / 11.2 m3

Capacity with Extension: 459 ft3 / 13.0 m3

Unit Capacity

Unit Capacity

Minimum Power Requirements

Minimum Power Requirements

50 hp / 37 kW

100 hp / 75 kW

Fixed Chute: 25” / 64 cm
21” Fixed: 34” / 86 cm
36” Folding: 41” / 104 cm
44” Folding: 44” / 112 cm

Fixed Chute: 27” / 69 cm
21” Fixed: 36” / 91 cm
36” Folding: 42” / 107 cm

Flat: 27” / 69 cm
Dogleg: 40” / 102 cm
Ext. Dogleg: 51” / 130 cm

44” Folding: 46” / 117 cm
72” Folding: 57” / 145 cm
96” Folding: 68” / 173 cm

42” Folding: 44” / 112 cm
54” Folding: 49” / 124 cm

Standard Discharge Ground Clearance

Standard Discharge Ground Clearance

Tires

Tires

12.5L-15, 12 Ply Rated Hwy

235 x 75 x 17.5

Dimensions

Dimensions

Max Payload

Max Payload

Height: 102” / 259 cm
Height w/ 10” Extension: 112” / 284 cm
Overall Width: 109” / 277 cm
Overall Length: 177” / 450 cm

Height: 115” / 292 cm
Height w/ 10” Extension: 125” / 318 cm
Overall Width: 103” / 262 cm
Overall Length: 224” / 569 cm

10,000 lbs / 4,536 kg

14,000 lbs / 6,350 kg

Empty Weight

Empty Weight

6,400 lbs / 2,903 kg

9,700 lbs / 4,400 kg

Struck Capacity: 320 ft3 / 9.1 m3

Capacity with Extension: 378 ft3 / 10.7 m3

Struck Capacity: 465 ft3 / 13.2 m3

Capacity with Extension: 534 ft3 / 15.1 m3

Unit Capacity

Unit Capacity

Minimum Power Requirements

Minimum Power Requirements

60 hp / 45 kW

100 hp / 75 kW

Fixed Chute: 26” / 66 cm
21” Fixed: 35” / 89 cm
36” Folding: 42” / 107 cm
44” Folding: 45” / 114 cm

Fixed Chute: 26” / 66 cm
21” Fixed: 36” / 91 cm
36” Folding: 42” / 107 cm

Flat: 27” / 69 cm
Dogleg: 40” / 102 cm
Ext. Dogleg: 51” / 130 cm

44” Folding: 46” / 117 cm
72” Folding: 57” / 145 cm
96” Folding: 68” / 173 cm

42” Folding: 44” / 112 cm
54” Folding: 49” / 124 cm

Standard Discharge Ground Clearance

Standard Discharge Ground Clearance

Tires

Tires

19 x 45 x 17 Flotation Implement

235 x 75 x 17.5

300 PULL-TYPE 400 PULL-TYPE

500 PULL-TYPE 600 PULL-TYPE

Standard Equipment
• Patented Freestanding Vertical Mixing Auger
• Manual Restrictor Plates
• 2-Stage Heavy-Duty Planetary Drive
• Heavy-Duty Tubular Steel Frame
• 1/4” / 6 mm AR200 Walls
• 5/8” / 16 mm AR200 Auger Flighting
• Left or Right hand side door with Drop chute
• 3-point Scale System
• 12V Battery
• Ultra Wear Kicker Plate
• SS Conveyor Top Pan on Conveyor Models
• Steel Oil Reservoir
• Viewing Platform

600 PULL-TYPE

500 PULL-TYPE

• 4 Replaceable Forage Cutting Blades
• 540 rpm PTO
• 5/8” / 16 mm MS Floor
• Removable Hitch Jack
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Additional Standard Equipment 
300 and 400

• 5 Replaceable Forage Cutting Blades
• 540 rpm or 1000 rpm PTO
• 3/4” / 19 mm MS Floor
• Removable Heavy-Duty Hitch Jack

Additional Standard Equipment 
500 and 600
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