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TWIN AUGER 
PULL-TYPES

Dimensions

Max Payload

Height: 100” / 254 cm
Height w/ 10” Extension: 110” / 279 cm
Overall Width: 99” / 251 cm
Overall Length: 241” / 612 cm

14,000 lbs / 6,350 kg

Empty Weight 11,950 lbs / 5,420 kg

Struck Capacity: 479 ft3 / 13.6 m3

Capacity with Extension: 555 ft3 / 15.7 m3

Unit Capacity

Minimum Power Requirements
80 hp / 60 kW

Flat: 22” / 56 cm
Dogleg: 35” / 89 cm
Ext. Dogleg: 46” / 117 cm
42” Folding: 39” / 99 cm
54” Folding: 44” / 112 cm

Standard Discharge Ground Clearance

Tires 40 x 14.5 x 19 A/C

Dimensions Dimensions

Max Payload Max Payload

Height: 107” / 272 cm
Height w/ 10” Extension: 117” / 297 cm
Overall Width: 102” / 259 cm
Overall Length: 254” / 645 cm

Height: 116” / 295 cm
Height w/ 10” Extension: 126” / 320 cm
Overall Width: 103” / 262 cm
Overall Length: 242” / 615 cm

14,000 lbs / 6,350 kg 14,000 lbs / 6,350 kg

Empty Weight Empty Weight12,730 lbs / 5,774 kg 12,835 lbs / 5,822 kg

Struck Capacity: 543 ft3 / 15.4 m3

Capacity with Extension: 635 ft3 / 18.0 m3

Struck Capacity: 565 ft3 / 16.0 m3

Capacity with Extension: 649 ft3 / 18.4 m3

Unit Capacity Unit Capacity

Minimum Power Requirements Minimum Power Requirements
100 hp / 75 kW 100 hp / 75 kW

Flat: 28” / 71 cm
Dogleg: 41” / 104 cm
Ext. Dogleg: 52” / 132 cm
42” Folding: 43” / 109 cm
54” Folding: 48” / 122 cm

Flat: 28” / 71 cm
Dogleg: 41” / 104 cm
Ext. Dogleg: 52” / 132 cm
42” Folding: 43” / 109 cm
54” Folding: 48” / 122 cm

Standard Discharge Ground Clearance Standard Discharge Ground Clearance

Tires Tires385 x 65R-22.5 385 x 65R-22.5 

500T PULL-TYPE 600T PULL-TYPE 700T PULL-TYPE

Standard Equipment

• 10 Replaceable Forage Cutting Blades (8 Blades on 500T)
• 2 Patented Freestanding Vertical Cutting Augers
• Manual Restrictor Plates
• (2) 2-Stage Heavy-Duty Planetary Drives
• 540 rpm or 1000 rpm PTO
• Heavy-Duty Tubular Steel Frame
• 3/4” / 19 mm MS Floor
• 1/4” / 6 mm AR200 Walls
• 5/8” / 16 mm AR200 Auger Flighting
• Front Center Door with Flat Conveyor
• 4-point Scale System
• 12V Battery
• Ultra Wear Kicker Plates
• SS Conveyor Top Pan
• Independent Steel Oil Reservoirs
• Removable Heavy-Duty Hitch Jack
• Viewing Platform
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TWIN AUGER 
PULL-TYPE

TWIN AUGERTWIN AUGER
PULL-TYPE MIXERSPULL-TYPE MIXERS
800T, 900T & 1000T
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TWIN AUGER 
PULL-TYPES

Dimensions Dimensions

Max Payload Max Payload

Height: 111” / 282 cm
Height w/ 10” Extension: 121” / 307 cm
Overall Width: 110” / 279 cm
Overall Length: 257” / 653 cm

Height: 117” / 297 cm
Height w/ 10” Extension: 127” / 323 cm
Overall Width: 123” / 312 cm
Overall Length: 273” / 693 cm

18,000 lbs / 8,165 kg 24,000 lbs / 10,886 kg

Empty Weight Empty Weight14,515 lbs / 6,584 kg 16,259 lbs / 7,375 kg

Struck Capacity: 650 ft3 / 18.4 m3

Capacity with Extension: 745 ft3 / 21.1 m3

Struck Capacity: 731 ft3 / 20.7 m3

Capacity with Extension: 841 ft3 / 23.8 m3

Unit Capacity Unit Capacity

Minimum Power Requirements Minimum Power Requirements
115 hp / 86 kW 130 hp / 97 kW

Flat: 24” / 61 cm
Dogleg: 37” / 94 cm
Ext. Dogleg: 48” / 122 cm
42” Folding: 36” / 91 cm
54” Folding: 41” / 104 cm

Flat: 30” / 76 cm
Dogleg: 44” / 112 cm
Ext. Dogleg: 55” / 140 cm
42” Folding: 53” / 135 cm
54” Folding: 60” / 152 cm

Standard Discharge Ground Clearance Standard Discharge Ground Clearance

Tires Tires385 x 65R-22.5 11R / 22.5 16 Ply Truck Tires With Budd 
Wheels & HD Axle

Dimensions

Max Payload

Height: 122” / 310 cm
Height w/ 10” Extension: 132” / 335 cm
Overall Width: 121” / 307 cm
Overall Length: 273” / 693 cm

24,000 lbs / 10,886 kg

Empty Weight 18,524 lbs / 8,402 kg

Struck Capacity: 731 ft3 / 20.7 m3

Capacity with Extension: 841 ft3 / 23.8 m3

Unit Capacity

Minimum Power Requirements
130 hp / 97 kW

Flat: 36” / 91 cm
Dogleg: 49” / 124 cm
Ext. Dogleg: 60” / 152 cm
42” Folding: 58” / 147 cm
54” Folding: 65” / 165 cm

Standard Discharge Ground Clearance

Tires 275 / 70R 22.5 Truck Tires With Budd 
Wheels & HD Axle

800T PULL-TYPE 900T PULL-TYPE

• 10 Replaceable Forage Cutting Blades
• 2 Patented Freestanding Vertical Cutting Augers
• Manual Restrictor Plates
• (2) 2-Stage Heavy-Duty Planetary Drives
• 540 rpm (900T only) or 1000 rpm PTO
• Heavy-Duty Tubular Steel Frame
• 3/4” / 19 mm M/S Floor
• 1/4” / 6 mm AR200 Walls
• 5/8” / 16 mm AR200 Auger Flighting
• Front Center Door with Flat Conveyor
• 4-point Scale System
• 12V Battery
• Ultra Wear Kicker Plates
• SS Conveyor Top Pan
• Independent Steel Oil Reservoirs
• Removable Heavy-Duty Hitch Jack
• Viewing Platform

Standard Equipment
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TWIN AUGER 
PULL-TYPES

DimensionsDimensions

Max PayloadMax Payload

Height: 114” / 290 cm
Height w/ 10” Extension: 124” / 315 cm
Overall Width: 121” / 307 cm
Overall Length: 317” / 805 cm

Height: 109” / 277 cm
Height w/ 10” Extension: 119” / 302 cm
Overall Width: 121” / 307 cm
Overall Length: 318” / 808 cm

40,000 lbs / 18,144 kg30,000 lbs / 13,608 kg

Empty WeightEmpty Weight 22,636 lbs / 10,268 kg20,720 lbs / 9,398 kg

Struck Capacity: 779 ft3 / 22.1 m3

Capacity with Extension: 897 ft3 / 25.4 m3

Struck Capacity: 779 ft3 / 22.1 m3

Capacity with Extension: 897 ft3 / 25.4 m3

Unit CapacityUnit Capacity

Minimum Power RequirementsMinimum Power Requirements
170 hp / 127 kW170 hp / 127 kW

Flat: 37” / 94 cm
Dogleg: 50” / 127 cm
Ext. Dogleg: 62” / 157 cm
42” Folding: 60” / 152 cm
54” Folding: 67” / 170 cm

Flat: 32” / 81 cm
Dogleg: 46” / 117 cm
Ext. Dogleg: 57” / 145 cm
42” Folding: 55” / 140 cm
54” Folding: 62” / 157 cm

Standard Discharge Ground ClearanceStandard Discharge Ground Clearance

TiresTires 275 / 70R 22.5 Truck Tires With Budd Wheels 
& HD Axle

11R / 22.5 16 Ply Truck Tires With Budd 
Wheels & HD Axle

1000T PULL-TYPE Standard Equipment
• 10 Replaceable Forage Cutting Blades
• 2 Patented Freestanding Vertical Cutting Augers
• Manual Restrictor Plates
• (2) 2-Stage Heavy-Duty Planetary Drives
• 540 rpm or 1000 rpm PTO
• Heavy-Duty Tubular Steel Frame
• 1” / 25 mm M/S Floor
• 1/4” / 6 mm AR200 Walls
• 5/8” / 16 mm AR200 Auger Flighting
• Front Center Door with Flat Conveyor
• 4-point Scale System
• 12V Battery
• Ultra Wear Kicker Plates
• SS Conveyor Top Pan
• Independent Steel Oil Reservoirs
• Removable Heavy-Duty Hitch Jack
• Viewing Platform

PULL TYPES 

AR200 is a high wear steel
which is abrasive resistant 
and longer lasting than 
structural or mild steel.

PROFESSIONAL FINISH
Every Supreme tub and frame are

sandblasted and tub seams are

professional finished with an 

automotive grade paint process.

WEIGH BAR SYSTEM
All weighbars are installed under the 
tub on the frame so that displayed 
weight is as accurate as possible.
The suspended conveyor cradle
allows the feed on the conveyor to
be included in the weight total.

AR200 WALLS

SCALE SYSTEM

VIEWING PLATFORM

RESTRICTOR PLATES

HD TUBULAR FRAME
& UNDERCARRIAGE

HD CONVEYOR
Supreme conveyors feature

12 GA SS Top Pans, HD roller

chain, and Danfoss orbit motors.

STEEL OIL 
RESERVOIR(S)

HIGHWAY TIRES
Standard on most models.
Please see spec pages for 
specific details.

OIL BATH HUBS

3/4” STRUCTURAL STEEL
FLOOR (1” on 1000T & UP)

109

241
318 103

119

13
32

28 121

114

18

317
241

102

124

12130

37

1000T PULL-TYPE
tandem axle

FR
O

N
T 

D
O

O
R

FR
O

N
T 

D
O

O
R

July 2021



TWIN AUGERTWIN AUGER
PULL-TYPE MIXERSPULL-TYPE MIXERS
1200T, 1400T & 1600T
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TWIN AUGER 
PULL-TYPES

Dimensions

Max Payload

Height: 116” / 295 cm
Height w/ 10” Extension: 126” / 320 cm
Overall Width: 121” / 307 cm
Overall Length: 319” / 810 cm

30,000 lbs / 13,608 kg

Empty Weight 21,132 lbs / 9,585 kg

Struck Capacity: 935 ft3 / 26.5 m3

Capacity with Extension: 1,075 ft3 / 30.4 m3

Unit Capacity

Minimum Power Requirements
180 hp / 134 kW

Flat: 32” / 81 cm
Dogleg: 46” / 117 cm
Ext. Dogleg: 57” / 145 cm
42” Folding: 55” / 140 cm
54” Folding: 62” / 157 cm

Side Door Fixed Chute: 23” / 58 cm

Standard Discharge Ground Clearance

Tires 11R / 22.5in 16 Ply Truck Tires with Budd 
Wheels & HD Axle

Dimensions Dimensions

Max Payload Max Payload

Height: 121” / 307 cm
Height w/ 10” Extension: 131” / 333 cm
Overall Width: 121” / 307 cm
Overall Length: 319” / 810 cm

Height: 130” / 330 cm
Height w/ 10” Extension: 140” / 356 cm
Overall Width: 121” / 307 cm
Overall Length: 328” / 833 cm

40,000 lbs / 18,144 kg 40,000 lbs / 18,144 kg

Empty Weight Empty Weight23,049 lbs / 10,455 kg 27,316 lbs / 12,390 kg

Struck Capacity: 935 ft3 / 26.5 m3

Capacity with Extension: 1,075 ft3 / 30.4 m3

Struck Capacity: 1,152 ft3 / 32.6 m3

Capacity with Extension: 1,305 ft3 / 37.0 m3

Unit Capacity Unit Capacity

Minimum Power Requirements Minimum Power Requirements
180 hp / 134 kW 230 hp / 172 kW

Flat: 37” / 94 cm
Dogleg: 50” / 127 cm
Ext. Dogleg: 62” / 157 cm
42” Folding: 60” / 152 cm
54” Folding: 67” / 170 cm

Side Door Fixed Chute: 28” / 71 cm

Flat: 37” / 94 cm
Dogleg: 50” / 127 cm
Ext. Dogleg: 62” / 157 cm
42” Folding: 60” / 152 cm
54” Folding: 67” / 170 cm

Side Door Fixed Chute: 28” / 71 cm

Standard Discharge Ground Clearance Standard Discharge Ground Clearance

Tires Tires275 / 70R 22.5 Truck Tires with Budd 
Wheels & HD Axle

275 / 70R 22.5 Truck Tires with Budd 
Wheels & HD Axle

1200T PULL-TYPE 1400T PULL-TYPE

Standard Equipment
• 10 Replaceable Forage Cutting Blades
• 2 Patented Freestanding Vertical Cutting Augers
• Manual Restrictor Plates
• (2) 2-Stage Heavy-Duty Planetary Drives
• 540 rpm or 1000 rpm PTO (540 rpm on 1200T only)
• Heavy-Duty Tubular Steel Frame
• 1” / 25 mm M/S Floor
• 1/4” / 6 mm AR200 Walls
• 5/8” / 16 mm AR200 Auger Flighting
• Front Center Door with Flat Conveyor
• 4-point Scale System
• 12V Battery
• Ultra Wear Kicker Plates
• SS Conveyor Top Pan
• Independent Steel Oil Reservoirs
• Removable Heavy-Duty Hitch Jack
• Viewing Platform

1200T PULL-TYPE
tandem axle
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Dimensions

Max Payload

Height: 142” / 361 cm
Height w/ 10” Extension: 152” / 386 cm
Overall Width: 121” / 307 cm
Overall Length: 329” / 836 cm

40,000 lbs / 18,144 kg

Empty Weight 29,734 lbs / 13,487 kg

1600T PULL-TYPE
Struck Capacity: 1,323 ft3 / 37.5 m3

Capacity with Extension: 1,477 ft3 / 41.8 m3

Unit Capacity

Minimum Power Requirements
245 hp / 183 kW

Flat: 37” / 94 cm
Dogleg: 50” / 127 cm
Ext. Dogleg: 62” / 157 cm
42” Folding: 60” / 152 cm
54” Folding: 67” / 170 cm

Side Door Fixed Chute: 28” / 71 cm

Standard Discharge Ground Clearance

Tires 275 / 70R 22.5 Truck Tires with Budd 
Wheels & HD Axle
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